A new approach in determining the load transfer mechanism in fully grouted bolts

Hossein Jalalifar
University of Wollongong
REFERENCES


313


References


Hartman, W and Hebblewhite, B. (2003), Understanding the performance of rock reinforcement elements under shear loading through laboratory testing-A 30 year history, 1st ACGM Conference, Australia, 7p.


Jafari, A. and Vutukuri, V. S. (1998), Numerical modelling of conventional and pre-tensioned roof bolting methods in an underground coal mines, *Int. Conf. on*
References

Geomechanics/ground control in mining and underground construction, Wollongong University, pp.987-996.


References

of 24th Int. Conf. on Ground Control in Mining, WV. Morgantown, USA. pp.357-365.

Maleki, H. (1992), Significance of bolt tension in ground control, Int. Symp. on rock support in mining and underground construction, Canada, pp.439-443.

Maplesoft V.9.01, (2003), A division of waterloo maple inc.


Mikula.P.A (2004), Changing to the Posimix4 resin bolt for Jumbo and Quick-Chenat Mt Charlotte mine. Proc. of the Fifth Int. Symp. on Ground support in mining and underground construction, Perth, Western Australia, pp.211-221.


References


Unrug, K. and Thompson, E. (2002), Field testing of the fully grouted thrust tensioned bolts, *21th Int. Conf. on ground control in mining*, WV. Morgantown, pp.141-144.


